
Generak CHaraCTerISTICS

Core : 
Winding : 
Cover plugs : 
Coating : 
Ohmic values : 

Standard tolerance : 
Temperature coefficient : 
Temperature range : 
Inductance : 
Cooling : 

Operating pressure : 
Test pressure : 
Flow : 
Max. Operating voltage between terminals : 
CTI Index : 
Creeping distance : 
Clearance distance : 
Electrical connexions : 
Mounting : 
Overloads: 
Endurance:
Weight:

DIreCT WaTer COOLeD reSISTOr

•	 Direct Cooling without Heatsink
•	 Better Power/Volume ratio
•	 1 WCr = 6 wirewound resistors = 5 thick-
film resistors
•	 Up to 6 resistive functions on 1 WCr 
Tube
•	 1 single supply for several functions 
(snubber + divider)
•	 non-inductive optional

DImenSIOnS
nOmInaL POWer

(WaTer W/ 40% GLyCOL)
PreSSUre DrOP 

30x250mm 1500W (Pn θ60°C at 5l/min) 0.8bar at 10l/mn

38x250mm 2000W (Pn θ60°C at 5l/min) 0.25bar at 10l/mn

38x300mm 2500W (Pn θ60°C at 5l/min) 0.25bar at 10l/mn

WCr 

Ceramic
NiCr alloy fully insulated from Water
Stainless steel (corrosion free piping)
Vitreous or Ciment + Silicone
E12 (4.7Ω* to 56kΩ)  
*consult us for non-inductivity  
± 5 % 
100 ppm /°C (typical)
-55 °C to + 200°C
Non-inductive type on request
Industrial or deionised water
Coolant mixtures up to 60% Glycol
1 to 6 bars
10 bars
5 to 15l/mn
 up to 3500V
> 600
according to above characteristics 
according to above characteristics
M3 screw and nut (other optional)
Vertically (recommended)
2Pn 10sec(θ60°C at 5l/min)
1000 cycles Pn 30sec/30sec ; variation <5%
~0.7kg



Nominal power dissipated according to water inlet temperature

SPeCIFIC CHaraCTerISTICS

Power dissipated according to the flow



TyPe 30X250 38X250 38X300

Water pipe diameter ø8mm ø10mm ø10mm

A  250 250  300

B+0,5-0  32  44 44

D max  35  43 43

d1  32  40 40

E  7  9 9

E  8  8  8

H max  54  80  80

h ±2 25 40 40

K * * *

L max 304 335 385

Ø 30 38 38

Q G 3/8 ** G 3/8** G 3/8**

X ±2  286  308 358

U  288  292  342

V  20 35 35

W 24 34 34

Weight 1 Kg 1.3 Kg 1.5 Kg

DImenSIOnS

* Creeping/ clearance on request.
** Other terminals on request



MCB Industrie - 3, rue de la Grande Noe - 53 200 Château-Gontier  France Tel. 02 43 09 24 00 - Fax. 02 43 07 03 81

WCr     38X250     a     120 OH    5%

Tolerance

Value 

‘A’ For non-inductive 

Type 

Model

HOW TO make OUT yOUr OrDer

Consult us

OPTIOnS


